
Series X538
SOJ J-lead Surface Mount Sockets

Note: Aries specializes in custom design and production.  In addition to the stan-
dard products shown on this page, special materials, platings, sizes, and configura-
tions can be furnished, depending on quantities.  Aries reserves the right to change
product specifications without notice.

FEATURES:
�Allows SOJ packaged devices to be socketed for easy

removal.
�Open body for easy surface mount solder joint inspection.
SPECIFICATIONS:
�Body is brown UL 94V-0 glass-filled Thermoplastic (PPS).
�Contacts are Phosphor Bronze.
�Contact plating is 100µ [2.54µm] min. Tin over 35µ

[89µm] Nickel.
�Contact current rating=1 Amp.
�Contact resistance=30 mOhms.
�Operating temperature=-67°F to 221°F [-55°C to 105°C].
�Insulation resistance=1000 MOhms min. @ 500 VDC.
�Withstanding voltage=500 VAC for 1 minute.
�Max. processing temperature=446°F [230°C] for 30 sec.
�Insertion force=120 grams/contact average.
MOUNTING CONSIDERATIONS:
�See suggested PCB layout below.
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SUGGESTED PCB LAYOUT
(top view)

See table for
part numbers

ORDERING INFORMATION

ALL DIMENSIONS:  INCHES [MILLIMETERS]

All tolerances ± .005 [.13]
unless otherwise specified
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