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This article describes the Apple | EEE-488 Interface Card. This card has been
di scontinued and is no | onger avail able from Appl e.
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Techni cal Specifications

As a Listener/Tal ker/ Controller, the Apple | EEE-488 Interface card provides a
fully conpatible subset of the | EEE-488 standard. (lts only limtation is that
it cannot pass control to another |EEE-488 controller.)

The interface card can also function as a device on the | EEE-4888 bus. Wth a
user -defined program the card can be used to attach non-| EEE- 488-conpati bl e
instrunents to the bus.

General Purpose |nstrunent Bus Conmands

VWRI TE Wite Data Qut

VRl TECNT Wite Data Qut with Count
READ Read Data In

READCNT Read Data In with Count
XFER Transfer Data

TRI &R Group Execute Trigger
CLRAL Clear Al Devices

CLEAR Cl ear Sel ected Devices
RENMAL Renot e Enabl e All

LLKAL Local Lockout All Devices
LOCAL Local Mode All Devices

LOCDV Local Mode Sel ected Devi ces



SRQD Servi ce Requested

SPOOL Serial Poll

PPOLL Par al | el Pol

PPENB Paral l el Poll Enable
PPDI S Parall el Poll Disable
PPDI S Paral l el Poll Disable
PPUAL Paral l el Poll Unconfigure Al Devices
DEVI CE Control |l er Device Nunber
LI NEFEED Li ne Feed Control

ECS End of String Character
SCREEN Screen Contro

ABORT Clear Al Interfaces
UNTALK Uni versal Untalk

Devi ce Capabilitie

SH1, AH1, T3, L1, DC1, D11, C1, C2, C3, C4, Ca25.

Qperating Life

To increase operating life, devices on the bus not in use should be turned off.
However, proper operation of the bus requires sone of the devices be turned on
The rule of thunb is the conputer plus at |east half of the devices connected to
it must be powered on.

Sof t war e

The follow ng software is supported by on-board, ROM based firmware and signa
protocol on the bus is handled by the resident software.

1. BASIC
2. Assenbly nmacro conmands
3. Pascal and FORTRAN t hrough assenbly | anguage routines

Maxi mum Devi ces

Per computer: 7

Appl e 1 EEE-488 Interface Card termnates in standard | EEE-488 socket.



Back- panel bracket connects to Apple case ground (for |ow RFlI systens)

I nstruction nmanual includes GPIB connections, |istener addresses,
addr esses, secondary addresses, and control codes.

Syst em Confi guration

Apple Il or Apple Il Plus with a mninum of 32K RAM and avai |l abl e expansi on

sl ot.

Apple Ile systemwi th an avail abl e expansi on sl ot.
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