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| have a 1MB and a 1.25MB Apple I1GS conmputer on an Appl eShare network.
When these conputers crash with an application open, the 1MB and 1.25MB
nodel s behave differently:

- The 1.25MB Apple I1GS al ways reboots correctly fromthe server.

- The 1MB Apple 11 GS has to be turned off conpletely for 30 seconds to a
m nute before it can re-connect to the server. Trying to re-connect
before waiting causes the 1MB Apple I1 G5 to hang on the "Wl cone to the
1 GS" greeting.

|'ve placed a 256K Menory Expansion Card in a different 1MB Apple 11GS
with no problemrebooting. Also, when shutting down the Appl eShare server,
the notification of |oss of server services is shown on the 1MB Apple 11GS
as if it has a good connection to the server
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W assune you are tal king about 1MB on the Apple II1GS |ogic board rather
than 256K on a 1MB Apple 11 GS expansi on board.

The newer 1MB | ogic board of the newer Apple |1 GS does indeed use |ess
power than the previous 256K |l ogic board. It is not necessarily the RAM
chi ps that stay powered, but the several CMOS chips and capacitors on the
logic that retain the voltages. There is no solution for your problem
other than to fully expand the nenmory with a RAM card to create nore of a
power drain -- or, as you have discovered, |eave your 1MB conputers off for
the 30 seconds after you have a crash
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